	SIEMENS PC-Board Relays  [릴레이]

Power relay K 
 

Ordering designation:
V23133 - A.... - .... 
Dimensions in mm:
(l x w x h)
24 x 19 x 18.5 
 

Features
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High continuous current
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Wide voltage range
 

 

Typical Applications
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Head light controls
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Indicator control circuits
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Lamp control circuits
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Seat adjustment motors
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Starter solenoid switches
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Window defoggers
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Please also enquire about additional applications
 

 

 

Design
 

Terminal design:
(print) PIN 
 

Case sealing:
Open 
 

Energizing side
 

Nominal power
at reference temperature 23 °C:
1.59 / 1.6 W
 

Nominal voltage:
12/24 VDC 
 

Operate time:
5 ms
 

Release time:
3 ms
 

 

Contact side
 

Contact configuration:
2 different configurations available:
(a) 1 Changeover 
(b) 1 Make 
 

Contact materials:
Ag, 
AgSnO2, 
PdCu/Ag 
 

Max. switching current:
100 / 120 / 180 A
 

Make current max.:
Make: 100 / 120 / 180 A
Break: 30 / 60 A 
 

Break current max.:
Make: 12 / 60 A
Break: 30 A 
 

Switching voltage:
Max DC: 120 V
 

Max. switching power DC:
130 / 240 / 1000 W
 

General data
 

Permissible ambient temp.
in operation:
Min.: -40 °C
Max.: 85 °C 
 

Dielectric test voltage:
Contact/Coil: 0.5 kV
 

 

Mounting hole layout, View on the terminals
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